PART NO.
THIS DRAWING CONTAINS INFORMATION PROPRIETARY TO RF INDUSTRIES, R s A -— 3 5 5 5 -— 1 s R 1
ANY UNAUTHORIZED USE OF THIS DRAWING IS EXPRESSLY PROHIBITED .
WITHOUT WRITTEN PERMISSION FROM RF INDUSTRIES. REV DESCRIPTION DWN| DATE APPROVED
ANY VIOLATION IS PUNISHABLE UNDER U.S. COPYRIGHT LAWS. — | ENGCINEERING RELEASE CZS[10,/26,/00 DM

ALL DIMENSIONS ARE REFERENCE ONLY

=260 [6.60]—

SPECIFICATIONS:

VSWR:

IMPEDANCE: 50 Ohms
FREQUENCY RANGE: 0—26 GHz
INSERTION LOSS(dB): 1.07 + .01 x Vf(GHz)
1.3 MAX.

INSULATION RESISTANCE: 5k M Ohms min.

TEMPERATURE RANGE:
FOR .085 SEMI RIGID, RG—405/U & BELDEN 1671A CABLE
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RECOMMENDED STRIPING DIM,

1 [BODY 1 [BRASS GOLD, 3w 008974 UNLESS OTHERWISE SPECIFIED:
2 INSULATOR 1 |PTFE ——- Jon DI, oA 92126
3 [CONTACT 1 [Be.Cu. GOLD, 304 ’
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o DRAWN AND [MILLIMETERS DIRECT SOLDER
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