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SPECIFICATIONS:

IMPEDANCE: 50 Ohms

FREQUENCY RANGE: 0—7 GHz

WORKING VOLTAGE: 500 V rms @ sea level

INSULATION RESISTANCE: 5k M ohms min.

TEMPERATURE RANGE: —65°C TO +85°C

FOR BELDEN 8214, 9913, 9913F, 9914, RG—8/U TYPE,
CAROL C1180, TIMES AA--5886 & LMR—400 CABLE
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RECOMMENDED STRIPPING DIMENSIONS
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1 [SHELL 1 |BRASS NICKEL, 008974 UNLESS OTHERWISE SPECIFIED:

2 [BODY 7 [BRASS NICKEL, 1004 gmool"é?g"‘gi g; 26
3 INSULATOR 1 |PTFE - '

4 FERRULE STUD | 1 |BRASS NICKEL, 1004 C@nn S (858) 5:9‘6340

5 |GASKET 1 |RUBBER —— DIVISION OF RF INDUSTRIES, LTD. (858) 549-6345 FAX
6 [RETAINING RING 1 |BRASS NICKEL, 1004

7 IRING 1 [DELRIN ——

8 [WASHER 1 |BRASS NICKEL, 1004 T N C P L U G y C R ' M P

SIPIN 1 IBRASS GOLD, 3K DIMENSIONS ARE IN INCHES
[ OFERRULE 1 [BRASS NICKEL, 100" [R50 -0 7/16/04 AND [MILLIMETERS] REVERSE THREADS

o C. G UNLESS OTHERWISE NOTED
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